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 8  x  24 ”  D owe l s  1 ”  i n  D i a m e te r
 24 ”  x  1 2 ”  x  3 ”  Wo o d e n  B a s e
 Wo o d  G l u e

 A  D r i l l ,  w i t h  1 ”  D i a m e te r  B i t
 S c rews
 Ta p e  M e a s u re

M A T E R I A L  L I S T :



1 .  B U I L D  A  W O O D E N  B A S E  2 4 ”  X  1 2 ”  X  3 ”

• 3 options for wood:  a large log, barn wood timbers, 
or several smaller boards

• Use screws or glue to attach together

2 .  M A K E  O R  P U R C H A S E  8  X  2 4 ”  D O W E L S
AT  L E A S T  1 ”  I N  D I A M E T E R

• Cut 2 dowels in half ending up with  4 x 12” dowels
and 6 x 24” dowels

3 .  M A R K  T H E  H O L E  P O S I T I O N  F O R  T H E
B A C K  R O W  O F  D O W E L S

• From the top left corner of the wooden base 
measure down 2” and over 2”, mark the location

• From this location measure lengthwise along the base at 
4” intervals making 5 more marks
 - There should be 6 marks in a straight l ine

4 .  M A R K  T H E  P O S I T I O N  F O R  T H E  F R O N T
R O W  O F  D O W E L S

• From the bottom left hand corner measure up 2” and over 
6”, mark this location

• From this location measure lengthwise along the base at 
4” intervals making 3 more marks
 - There should be 4 marks in a straight l ine

5 .  D R I L L  1 ”  D I A M E T E R  X  2 ”  D E E P  H O L E S
I N  T H E  1 0  M A R K E D  L O C AT I O N S

6 .  G L U E  T H E  2 4 ”  D O W E L S  I N T O  T H E
B A C K  R O W  O F  H O L E S ,  G L U E  T H E  1 2 ”  D O W E L S 
I N  T H E  F R O N T  R O W  O F  H O L E S

7.  A L L O W  G L U E  T O  D RY  O V E R N I G H T
B E F O R E  P L A C I N G  B O O T S  O N  T H E  R A C K

These instructions will  make a boot rack that holds 3 pairs of long boots and 2 pairs of short 
boots. Additional pairs of boots can be added by lengthening the piece and adding more dowels.


